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GENERAL NOTES & CONDITIONS

1. THE GENERAL CONTRACTOR IS TO GUARANTEE ALL WORK INCLUDING WORK DONE
BY SUBCONTRACTORS FOR A PERIOD OF ONE (1) YEAR COMMENCING WITH THE
SUBSTANTIAL COMPLETION OF THE CONTRACT.

2. ALL WORK IS TO BE PERFORMED IN ACCORDANCE WITH ALL GOVERNING CODES,
ORDINANCES AND AUTHORITIES HAVING JURISDICTION. GENERAL CONTRACTOR IS
RESPONSIBLE FOR OBTAINING AND PAYING FOR ALL REQUIRED BUILDING PERMITS.

3. THE GENERAL CONTRACTOR IS TO HAVE A FULL TIME QUALIFIED SUPERVISOR ON
THE SITE AT ALL TIMES WHILE WORK IS BEING PERFORMED.

4. ALL MATERIAL SPECIFIED IS TO BE NEW & INSTALLED IN ACCORDANCE WITH
MANUFACTURER'S INSTRUCTIONS AND SPECIFICATIONS. GENERAL CONTRACTOR IS TO
CONSTRUCT PROJECT IN ACCORDANCE WITH THE DOCUMENTS. ANY DEVIATION
FROM THE INTENT OF THE DOCUMENTS, WITHOUT ARCHITECT OR ENGINEER'S
APPROVAL, ARE AT THE CONTRACTOR'S OWN RISK AND MAY RESULT IN THE WORK
BEING DONE OVER AT CONTRACTOR'S EXPENSE (MATERIALS AND LABOR).

5. CONTRACTOR TO REVIEW AND BECOME FAMILIAR WITH ALL EXISTING CONDITIONS
PRIOR TO COMMENCING WORK. ANY CONDITIONS NOT INDICATED ON CONTRACT
DOCUMENTS ARE TO BE REPORTED TO THE ARCHITECT PRIOR TO BEGINNING WORK.

6. CONTRACTOR TO CONTACT LOCAL UTILITIES, IF NECESSARY, SUBMIT ALL
APPLICABLE PERMIT DOCUMENTS, QUALIFICATIONS, ETC., AND BE RESPONSIBLE FOR
ALL FEES ASSOCIATED WITH PERMITS, UTILITY EXTENSIONS, TAP-INS, ETC.

7. THE CONTRACTOR SHALL REMOVE ALL DEBRIS AS A RESULT OF THIS PROJECT. THE
CONTRACTOR WILL REMOVE EXISTING EQUIPMENT, FIXTURES, ETC. IN THE SPACE
PRIOR TO CONSTRUCTION AND RELOCATE PER OWNER.

8. THE CONTRACTOR SHALL SCHEDULE HIS WORK AND MATERIAL AND EQUIPMENT
DELIVERIES SO AS NOT TO INTERFERE WITH THE DAILY OPERATIONS OF THE
REMAINDER OF THE FACILITY.

9. THE CONTRACTOR SHALL PROTECT EXISTING FACILITIES, EQUIPMENT, FIXTURES,
ETC. FROM DAMAGE DURING THE COURSE OF CONSTRUCTION.

10. ALL SURFACES AND/OR FINISHES DAMAGED AS A RESULT OF AND ADJACENT TO
THE WORK SHALL BE REPAIRED AND FINISHED TO THEIR ORIGINAL CONDITION.
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11. EACH SUBCONTRACTOR IS RESPONSIBLE TO COORDINATE AND SCHEDULE HIS
WORK WITH THE GENERAL CONTRACTOR AND ALL OTHER SUBCONTRACTORS
WHOSE WORK WILL BE AFFECTED.

12. USE DETAILS MARKED 'TYPICAL' (TYP.) WHEREVER APPLICABLE.

13. ALL ITEMS REQUIRED BY THE DRAWINGS AND SPECIFICATIONS SHALL BE
PERFORMED IN A WORKMANLIKE MANNER BY PERSONS SKILLED IN THEIR
RESPECTIVE TRADE AND WHO NORMALLY PARTICIPATE IN THE WORK OF THAT
TRADE.

14. WORDS WHICH HAVE WELL KNOWN TECHNICAL OR TRADE MEANINGS ARE
USED IN THE DRAWINGS AND SPECIFICATIONS IN ACCORDANCE WITH SUCH
RECOGNIZED MEANINGS.

15. WITHIN THE DRAWINGS AND RELATED SPECIFICATIONS THERE SHALL BE THE
FOLLOWING PRECEDENCE:

A) ADDENDA OR MODIFICATIONS TO THE DRAWINGS AND SPECIFICATIONS TAKE
PRECEDENCE OVER THE ORIGINAL, WHEN ISSUED BY
THE ARCHITECT.

B) SPECIFICATIONS SHALL TAKE PRECEDENCE OVER DRAWINGS.

C) WITHIN THE DRAWINGS THE LARGER SCALE TAKES PRECEDENCE OVER THE
SMALLER, FIGURED DIMENSIONS OVER SCALED AND
NOTED MATERIALS OVER GRAPHIC INDICATIONS.

16. THE ARCHITECT OR ENGINEER SHALL BE IN THE FIRST INSTANCE THE SOLE
INTERPRETER OF THE DRAWINGS AND SPECIFICATIONS
WITH REGARD TO THEIR MEANING OR INTENT.

17. CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL CONSTRUCTION MEANS,
METHODS, TECHNIQUES AND PROCEDURES.

18. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL ASPECTS OF SAFETY DURING
BUILDING CONSTRUCTION.
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SCALE
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" (XO¥ddY) .-

“HIVd NVI4153d3d A

DEMOLISH AND DISPOSE OF
EXISTING WALLS, ROOF, AND SIDING

EXISTING EDGE OF
BRUSH ( APPROX)

1

MAINT. BLDG DEMO PLAN: ADD ALT 1

1" =5 WHEN PRINTED ON 24X36 PAPER

SCALE IN FEET

© REMIOVE 8 OVERHEAD DOOR .
/ AND STORE FOR REUSE e

T APPROX LIMITS OF :
DISTURBED AREA STABILIZE &
- RE-SEED PER SPECIFICATIONS.

REMOVE PERSON DOOR
AND STORE FOR REUSE

\\..

REMOVE EXISTING BRUSH

AND TREES WITHIN NEW /
BLDG FOOTPRINT )
¥

EXISTING EDGE OF
BRUSH (APPROX)

REUSE EXISTING SCONCES
ON NORTH & WEST BLDG

12.94' 20.00' CORNERS
L :
x K
REUSE EXISTING 8' || '
OVERHEAD DOOR K
N -NEW 14' OVERHEAD, DQOR
Il L
Il
I
R |
R N =
o
%9 il Il . .
0. ' * . APPROX. LIMITS OF -
23 I | - DISTURBED AREA STABILIZE &
= U | | - RE-SEEDPER SPECIFICATIONS
= | 1 TR
> | 1
3. || !
- PROVIDE POSITIVE |
- | DRAINAGE AWAY FROM | |
BUILDING FOUNDATION ® . i
8 — (
> |
I
| REFER TO ARCH
| PLANS FOR NEW
| MAINT BLDG
DTLS. -~ DAYLIGHT SWALE TO /
| 4 ENSURE POSITIVE
| / DRAINAGE AWAY FROM
A L_ _ BUILDING  \, /
- Ve
| 7 /
| REUSE EXISTING /7
‘, PERSON DOOR 7 ,
\ I // ///
EXISTING EDGE OF L P /
BRUSH (APPROX) o < /
k <
\ s /
‘ 7 y
AN o o / /
N 3 3 e
F ® ® v
\ \\ S K I
v
g < —— = — — >———— = -~ -
T Qe VALLEY mw
2% 2% —
= m =m -
AN &® &® -
EE g -
o o} —
c3 c3 | -
N © S _~

2

MAINT. BLDG SITE PLAN: ADD ALT 1

1" = 5" WHEN PRINTED ON 24X36 PAPER

SCALE IN FEET

2.5 5

277

EXISTING EDGE OF
BRUSH (APPROX)
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NOTE OVERHEAD POWER TO
SURROUNDING BUILDINGS AND
PLAN CONSTRUCTION ACTIVITIES
ACCORDINGLY

REMOVE FOUNDATION. BACK FILL
EXCAVATION PER SPECIFICATIONS

DEMOLISH BUILDING. EXCAVATE AND

NEATLY SAWCUT AND REMOVE

NOTE OVERHEAD POWER TO SURROUNDING
BUILDINGS AND PLAN CONSTRUCTION
ACTIVITIES ACCORDINGLY

278

HIN

~
~— EXISTING SIDEWALK. CROSS HATCH
T~ DENOTES SIDEWALK TO BE REMOVED
~
~ _ T~
-~ -
- -
- I o I - - ~
g . N T~ N =~ S
~ -~ _ |
o - " __ NEATLY SAWCUT AND REMOVE |
o - EXISTING SIDEWALK. CROSS HATCH |
. o DENOTES SIDEWALK TO BE REMOVED |
~ ) ~ - \
T~ = |
o . 1 } N
~ ~ |
- - o | | o
~ _ - ; |
— N ~ ‘\
- | |
~ . —~ ~ _ i ,
~ _ - - _ ‘ ’
— _ . \“ ‘\ \
o “‘ | \ |
~ | \
~_ f * \ :
\ f f ' SIDEWALK TO REMAIN \
\ f | | \
\ : | | \ ‘
\ ‘ | | \
\ ‘ | T\
\ \\\ “‘ \‘ - . ..
\ \ \ | k : \ A DISTURBED GROUND TO BE RESTORED PER
N \ \ b \ SPECIFICATIONS.
N \ \ \ B \
\ \\ \ \ N\
\ \ AN LA N\
\ g N
\ \ AN \ — — _
\ \ B \ .
AN \ - ~ e ™~
A \ AN N . : ~
AN \ N e ~
N \ \ AN A T — _ AN
AN \ ‘ p o o — 7 N
S \ ~_ N
N \ \ S T T — . ~
\ . \ — . \
N A\ \ - AN
N \ . ~
N - - N
> ~
\ -\ ~ \
\ = BN \ S \
: _ . N . N \ S NOTE OVERHEAD POWER TO
< \ N\ N — \ \ SURROUNDING BUILDINGS AND
AN N . N \ PLAN CONSTRUCTION ACTIVITIES
N \ N N ~ . N \ \ ACCORDINGLY
N o \\ \\ AN ~ N \\\ \
~ N\ h I
N - =~ .
A ~ - "% \ EXISTING - \
\ N <o \ OVERHEAD POWER = > \
\ N N / 2 \
AN N / -’8 .
\ N \\ / et g \
—— g AN N / OHPY 5 OHP “H OHP OHP OHP
~ P N N © JRaly : \
e < ~ e S Op— N\ ~ 3 ! :
> T AN T OHP—— N\ - - % \
—o— — o : .
o B ***\wf\[ﬁ - N N | TS o - ) \
N —or — = \ o - —— OHP——— e .
. . — 0T —N_ o ‘ T —OHP—— 2 -\
. N ) e 5 ————— OHP—— @&
N N ~ I L ‘E‘
N N o 01— AGY
AN N Ko
AN AN v -
AN AN ) ré
N N N NEW POWER POLE %
~ N FOR ADMIN BUILDING =
~ AN \ Z
~ AN \\ rn.
S N \ o REMOVE "DEAD" SEWER AND WATER
~ \ ' BACKFILL TRENCH WITH COMPACTED
S - PIT RUN OR NATIVE PER AASHTO T-99
~ 1
~
~
N \
~
N ‘
~
- —
-
\ 2 CUT EXISTING SEWER SERVICE.
\ \
\ \
. \
\ CUT EXISTING WATER SERVICE.
\ 2
\\ “‘\\
)
| EXISTING GRAVEL g
| APPROACH FROM
| HARRY HORN RD.
\ .
) \ \
\\ 2
\
\ \
\ \
\ 2
\
\ \
\ \
RESTROOM DEMOLITION PLAN: ADD ALT. 2 s
1" =5"WHEN PRINTED ON 24x36 PAPER RE: 0 1 25 5 10 15 T
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//
///
/
/
“//
HOST PAD TYPICAL SECTION
PER DTL. 12/C2.00
T~ ~ S ~ = -~
~— — ~ ~ \ \
- N
- —~ - I
~ _ ~ ~ ADA ACCESSA%LE PICNIC
— . \\ | TABLE PROVIDED BY OWNER
_ ~ “ ‘ |
- ~ _ | \ | ]
) T~ | \ | Q
~ | ! I
. - | \\\\ I
- S | | |
~ - ~ ] ‘ “J‘ \ ’
~ I “ / 1
. | ; 3 NN
- | @ S “
s“ C \
N | w‘ PILOT ROCK MODEL
I ‘ | FS-30/18/PA CAMPFIRE RING \
! “ | WITH ANCHOR SYSTEM \
| \
\ \ | | \
2 | | ‘-
\ g \ | ‘\ ) \
\ \ | \ A
A AN \ \ ‘ \ _
\\ \ \ D MAINTAIN EXISTING
\ . \ <N GRADE
\ \ \ > A MAINTAIN EXISTING S ==~
\ AN \ ~— — — __ SIDEWALKGRADE —_—— \
\ \ N\ \ -
\ \
\ \ N _
\ \ RN A T — —
\ A S
\ N A |
\ — —
R S
Q ~
\ . BN ~
: ~
S \ N \ A AN
\ N\ N
\ N AN
N \
N N \
P - N \ EXISTING METER. LOCATION
N N J IS APPROXIMATE, FIELD
~ N / VERIFY
N /
N N /
N N /
- ‘
o~ OHP OHP N
~ OHP OHP AN -
— S
or ‘ OHP ~
~N o AN ~
S ' or or R \ e oHP oHP
~ h ar ar OHp
- ot
~ - ar oT
o - ot
~ N
~ N
S S HOST PAD TYPICAL \
N SECT. PER DTL. 12/€2.00
~N
~
~N
~ CLEANOUT
~
- PER DTL. 2/C2.00
N
™~
CONNECT TO EXISTING 6"
SEWER LINE. FIELD VERIFY
SIZE, LOCATION AND
DEPTH
\\\
\
\\
\
\
\
\
\
\
HOST PAD SITE PLAN: ADD ALT. 2 e\l
1" =5"WHEN PRINTED ON 24x36 PAPER RE: 0 1 25 5 10 15

_far
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5.00

74

S)

S

LD
K

SANITARY SEWER CONNECTION
PER DTL. 9/C2.00

\

Q

00°SL

CONNECT TO EXISTING 3"
WATER LINE. FIELD VERIFY
SIZE, LOCATION AND
DEPTH

WATER HYDRANT,
PER DTL. 11/C2.00

RV PEDESTAL WITH 100 AMP
PANEL AND TELEPHONE
SERVICE, PER DTL. 10/C2.00

RE-GRADE &
‘ RESTORE PER DTL.
12/C2.00

APPROX. LIMITS OF
DISTURBED AREA
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N NOTES:
1. CONCRETE SHALL BE M-4000 PER SPECIFICATIONS.
2. CONTRACTION JOINTS SHALL BE SPACED THE SAME DIMENSION AS THE WIDTH BUT NOT EXCEED 6

? ] FEET EACH WAY. CONTRACTION JOINTS SHALL BE CONSTRUCTED BY SAWING OR SCORING. ATOOL
SHALL BE USED WHICH WILL LEAVE CORNERS ROUNDED AND DESTROY AGGREGATE INTERLOCK FOR

> $=4"PER FOOT ¥ |

o il ) THE SPECIFIED MINIMUM DEPTH. CONTRACTION JOINTS SHALL BE A MINIMUM OF & OF THE TOTAL
. N DEPTH OF THE CONCRETE.

> 4 > > B
> S 3. ALLSIDEWALKS GREATER THAN SIX FEET IN WIDTH SHALL BE SAWCUT LENGTHWISE DOWN THE

S N CENTER A MINIMUM OF 4 THE TOTAL DEPTH OF THE CONCRETE.

> E > > >

o & MIN. - 4. EXPANSION JOINTS, USING 4" MATERIAL SHALL BE SPACED AT INTERVALS OF 45' MAXIMUM.

o L EXPANSION 5. ALL EDGES AND JOINTS SHALL BE ROUNDED WITH AN EDGING TOOL OF A MINIMUM 4" RADIUS.
5 .+ JOINT

o = L 6. SIX INCHES OF BASE MATERIAL IS REQUIRED. BASE MATERIAL SHALL BE ' CRUSHED BASE COURSE

COMPACTED TO 95% PER AASHTO, T-99, OR SAND THOROUGHLY COMPACTED IN PLACE.

7. WITHIN CITY ROW, GRADE, ALIGNMENT AND FORMS SHALL BE INSPECTED BY THE CITY OR THEIR
DESIGNATED INSPECTOR PRIOR TO POURING.

> ™ ABUTTING
> 'g /S|DEWALK 8. ALL CONCRETE DRIVEWAY SECTIONS SHALL BE 6" THICK WITH REINFORCEMENT.
>
o 9. AL COLD JOINTS SHALL HAVE SMOOTH DOWEL BARS PLACED IN BOTTOM 4 OF CONCRETE AT 18" 0.C.
> EACH WAY & 6" FROM EDGES, OR KEY WAYS INSTALLED TO PREVENT VERTICAL SEPARATION.
> 2 7
C N 10. FINISH WITH FINE HAIR BROOM ON LONGITUDINAL GRADES <5% AND ROUGH HAIR BROOM ON
> > LONGITUDINAL GRADES >6%
> > >
7 ’ CONTRACTION JOINT
’ 2
>
>
>
5' SIDEWALK (MIN)
7
PLAN 4
— S =3 PERFOOT
NESlE T - ————
— . | ST
T
7

4" EXCEPT AT DRIVEWAYS
WHERE [T SHALL BE 6" REINFORCED

SECTION
6" - 3/4" CRUSHED BASE COURSE —

TYPICAL SIDEWALK DETAIL

4 SCHEDULE )

51 SEWER MAIN & SERVICE PIPE ASTM D3034, SDR 35, SIZE PER PLAN
INTGERAL BELL GASKETED JOINTS,
GASKETS MEETING ASTM F477
52 PRESSURE SEWER PIPE ASTM D-2241, SDR 26, CLASS 160
2§TM D3350-12, DR - 9 (160 PSI)
$3 SEWER FITTINGS, SERVICE INTEGRAL BELL GASKETED JOINTS
GASKETS MEETING ASTM F477
s SEWER MANHOLE (NOT USED) STD DRAWINGS 2/C2.0 - PRECAST CONCRETE PER ASTM C478; NON-CORROSIVE STEPS 12"W 1/2"
ENCASED STEEL 400 LB V LOAD, 1000 LB PULL-OUT MA. INDUSTRIES OR EQUAL
$5 MANHOLE BASE (NOT USED) PRECAST OR FIELD POURED ON UNDISTURBED EARTH. RE: 2/C2.0
56 FRAMES & COVERS (NOT USED) EAST JORDAN IRON WORKS MODEL 377271 OR EQUAL, MARKED "SEWER"

\ /

@ SANITARY SEWER MATERIALS

1 1/4" =1'-0" RE:

PAVED OR
OTHER SURFACE

BOLT-LOCKING CAST IRON RING &
COVER, 14" MINIMUM OPENING DIA.
H-20 RATED

o

Il -
N -1 L= >
b > i

Lt T CAPWITHOUT GASKET

R

3"MIN
6" MAX

12"

_,ﬁ/

CONCRETE FILL W/ SAND OR CRUSHED TOP

COURSE SURFACING MATERIAL

45° BEND

X/
NS
SEWER/STORM LINE-SEE /<\\;//§\\;/>//

PLAN FOR SIZE IR,
NN
\ KK IF LINE DEAD ENDS, INSTALL
N WATERTIGHT PLUG
FLOW

NOTES:

1. CAST IRON COVER SHALL READ "SEWER"
2. LOCKING BOLTS FOR COVER SHALL BE 5/8"-11 NC STAINLESS STEEL TYPE 304
3.14" BOLT-LOCKING CAST IRON COVER SHALL BE EQUAL TO INLAND FOUNDRY NO. 209

TYPICAL CLEANOUT DETAIL

LID TO BE BOLTED
& WATER TIGHT
PCV UNION
DISCONNECT RISER TO GRADE AS NECESSARY,
PROVIDE POSITIVE DRAINAGE AWAY
ORENCO MUV-DAX 2 RO FROMRIM
CONTROL PANEL

B FESINNS N
R

CHECK VALVE

SWITCH ASSEMBLY %— -

LIFT STATION PER GLACIER PRECAST
OR SIMILAR APPROVED

N
ORENCO MF4A FLOAT \;

4" INLET
70“;777 B B R — N
7011177*7\** - — — |
° P
o L x,,fﬁLfoi =
* 7ﬁ77777 — = == %z
<C
oc
= |+ | | 14" OUTLET =
< — ., 5, =2
6'MINBURRY £ 5 2 &
. S & o =
N C =272
X N2
S .
\ a ™
\/\\ T —
AR, A .
L A
R \
I 36"1.D. MIN \_
MYERS MRG200 DUPLEX PUMP
OR APPROVED EQUAL

LIFT STATION DETAIL

LEGEND
101 CURB STOP
D< GATE VALVE
oLy TEE
S < Q
z = =
w % L =
=Z 2z ==
aS G H<
o= = R =
E = . / \é
=<|O
oEe I VA R
_— T~ _— T~ AN
N
N\
\
\
// \\ / \\ \
/ \ / \
X \ s’ﬁ X \‘
| EXISTING MAIN U 3" SERVICE ‘\ | EXISTING MAIN .1, T, 3mservice |
| (SIZE UNKNOWN) e TO EXISTING RESTROOMS | (SIZE UNKNOWN) v "7 " TOHOSTPAD _
\ / \ EXCAVATE AROUND PIT y
TO EXPOSE EXISTING PIPE
AND INSTALL CURB STOP
~_ _— ~_ _—
EXISTING VALVE PIT PLUMBING PROPOSED VALVE PIT PLUMBING

NOTE: EXACT EXISTING PIT CONFIGURATION
IS UNKNOWN. FIELD VERIFY ALL PLUMBING

VALVE PIT PLUMBING

7 NTS RE:

OUTSIDE MOUNTED TELEPHONE
CONNECTION BOX PER UTILITY
PROVIDER

,—— THIS FACE TOWARD HOST PAD
PARKMATE 'RV' POWER CENTER BY MIDWEST ELECTRIC PRODUCTS,

DIRECT BURY POST WITH LOCKABLE COVER, WEATHERPROOF W/ \
TELEPHONE, 20A DUPLEX RECTACLE, 30A-1P & 50A-2P RECEPT; % TELEPHONE
ELECTRICAL RATING OF 100 AMP MAX., 120/240 VOLT, 20-3 WIRE WITH CONDUIT
GROUND / \

WEATHERPROOF WIREWAY FOR
PUING

BONDING LUG
x

FINISHED GRADE

24||

24" MIN. BURY PVC SCHED. 40 CONDUIT
(SCHED. 80 ELBOW AND ABOVE GRADE)

43IMOd OL

5/8" x 8 FT. COPPER CLAD STEEL
GROUND ROD

n
I~

NOTE: ALL EQUIPMENT, FEEDERS, ETC. FOR 'RV' PEDESTALS SHALL COMPLY
WITH N.E.C. ART. 551

TYPICAL HOST PAD 'RV' PEDESTAL DETAIL

10

NTS RE:

ol

1/2"=1'-0" RE:

2 3/4" =1'-0" RE:
w
=
=
+
) VY <
: IRG LR
) ‘ COMPACTED BACKFILL o
(SEE SPEC'S) .
| 4"SERVICE LINE, SLOPE @ 1/4" PER FOOT (MIN) ]
ﬁ | i I ‘4]
w7 | 4 ‘ ! .
\_C2.00 / 3 NSL LA/ connect o sios seRvice L
N\ /" " pipING OUTSIDE OF BLDG )

14" FORCE MAIN

S

‘ LIFT STATION. REFER
i -~ TO DTL 5/C200

SANITARY SEWER SERVICE LINE

3 1" =1'-0" RE:

4 WATER SYSTEM MATERIALS A

w1 WATER MAIN PIPE (4" - 12")

W2 WATER MAIN FITTINGS

W3 WATER MAIN VALVES

W4 FIRE HYDRANTS

W5 FIRE HYDRANT AUXILIARY VALVES
W6 MAIN&AUXILIARY VALVES BOXES

PVC, AWWA C900, CLASS 150 DR 18, SIZE PER PLAN

CLASS 350 SSB CONFORMING TO AWWA C153, MIXMIXMJ

MUELLER RESILIENT WEDGE, MJXMJ

'RED' MUELLER SUPER CENTURION 250 MEETING AWWA €502, 5" STORZ ADAPTER W/ CAP
MUELLER SUPER-SEAL RESILIENT SEAT, MIXMJ

TYLER 6855 SERIES SPLIT-TYPE "DD" OR EAST JORDAN 8555 SERIES SLIP-TYPE,
#6 BASE, LIDS MARKED "WATER"

W7 WATER SERVICE PIPE

3/4" & 1" PE-IPS, AWWA €901, CL200, ASTM D-2239 SDR-7
11/2" &3" PE-CTS, AWWA (901, CL200, ASTM D-2737, SDR-9
4" & LARGER PVC, AWWA €900, CLASS 150 DR18

W8 WATER TAPPING SLEEVES AND SERVICE SADDLES | ROMAC SST Iil; MUELLER BR2B

W9 OPTION 1: TEE
OR
OPTION 2: CORPORATION STOP

W10 [CURB STOPS

MUELLER SERVICE TEE w/INSTA-TITE OR 110 COMPRESSION FITTINGS

MUELLER 300 SERIES w/INSTA-TITE OR 110 COMPRESSION FITTINGS

MUELLER 300 BALL CURB VALVE WITH INSTA-TITE OR 110 COMPRESSION FITTINGS
SS LINERS ARE REQUIRED FOR 110 COMPRESSION FITTINGS ON PE PIPE

w11 |CURBBOX
MUELLER H-10310, CAST IRON EXTENSION, ARCH BASE, 1 1/2" ID UPPER 6 1/2' LENGTH

w/ STATIONARY ROD & PENTAGON BRASS PLUG

W12 |FLUSHING HYDRANT MUELLER FABRICATED POST TYPE FLUSHING HYDRANT WITH
2" MUELLER MARK Il ORISEAL VALVE SHUT-OFF AND 2-1/2"
\ HOSE NOZZLE j

STEEL POST MARKER
;’/ 5'LONG, PAINTED BLUE

EXISTING GROUND
R, o 'é\:\ —
I N NN N

DETAIL BELOW
MINIMUM COVER
AS SPECIFIED wit]6 /
-~ \ 200 /
/
/
—— PLUG
BASE MATERIAL
o\ e f6 / 5" MIN. RADIUS SELECT MATERIAL BACKFILL
|\ 200/ IN GOOSENECK. (SEE GENERAL NOTES)
\ W7 [6 /
S\ we |6/ N
I\ .00 /
2
% TRENCH BOTTOM
2 -
) — —— =

OPTIONAL CORPORATION STOP OR TEE SERVICE LINE PLACEMENT;
INSTALL SERVICE LINE WITH GOOSENECK IN HORIZONTAL PLANE.

GENERAL NOTES:

1. MIMIMUM COVER FOR SERVICE LINES SHALL BE MEASURED FROM EXISTING GROUND LINE WHEN GROUND IS
LEVEL OR FALLING AWAY FROM STREET, AND MEASURED FROM TOP OF STREET CURB WHEN GROUND IS RISING
AWAY FROM STREET.

2. BEDDING SHALL BE 1 INCH DIAMETER MAXIMUM WITHIN 6" OF SERVICE PIPE.

WATER SERVICE LINE

MATCH EXISTING SURFACE AND GRADE.

IN PAVEMENT MATCH EXISTING THICKNESS OR MIN. 4"
ASPHALT COMPACTED IN PLACE,WHICHEVER IS GREATER.
(2" MAX LIFT WITH TACK COAT BETWEEN LIFTS)

IN LANDSCAPING: COMPACTED SUBSOIL PER SPECIFICATIONS
IN PAVEMENT: 34" MINUS CRUSHED BASE COURSE MATERIAL

EXISTING MATCH EXISTING THICKNESS OR MIN. 14" OF %" CRUSHED
SURFACE 17" BASE COURSE COMPACTED IN PLACE, WHICHEVER IS GREATER.
| MIN.
“ - HHHHHHHHHHHHHHHHHHH\HHHHHH\HHH\HHHHHWHHHHHHHHHHHHHH\HH‘\HH‘\HHVHHHHHHHWHHHH\HHHHHHHHHHHHHHH\H_\,HHHHHWHH\HHHHHHHHH\I
NEATLY EXCAVATE A //\//\g, s
OR SAW CUT N2 e e e -/ SEPARATION /STABILIZATION FABRIC
EXISTING MATERIAL = - WHERE SUITABLE TRENCH BACKFILL IS NOT
BACK FILL PER ; , / USED OR WHERE EXISTING IN PLACE
SPECIFICATIONS N , (———— INSTALL 5MIL, 3" WIDE DETECTABLE
4" RIGID INSULATION REQ'D WHERE 7 TRENCH WIDTH=0.D. PIPE + 2 WARNING TAPE CONFORMING TO APWA
BURY < 6 FOR WATER & SEVIER FORCE \ MIN. TRENCH WIDTH 3.5 COLORS CENTERED OVER PIPE, 12"24"
MAINS & < 4'FOR GRAVITY SEWER & Wﬂ\ii\iW33\33\33\3W33\33\33\33\33\33\33\33\33\33\33 BURRIAL DEPTH
'COPPERHEAD' VELLOW JACKET TRACR —— | ‘M‘ | i HOTE:
WIRE (12GA. MIN) OR APPROVED EQUAL ;i © 1) ALL PIPE BEDDING AND TRENCH BACKFILL
WATER MAIN, STORM DRAIN, - 5 SHALL BE COMPACTED TO 95% MAXIMUM DRY
SANITARY SEWER MAIN OR SERVICE T DENSITY (+3% OPTIMUM MOISTURE) IN
ACCORDANCE WITH ASTM D698,
PIPE BEDDING PER SPECIFICATIONS IR
HEESIRON TN 2) ALL TRENCH CONSTRUCTION SHALL CONFORM
R ) TO CURRENT OSHA OCCUPATIONAL SAFETY AND
CONSULT ENGINEER FOR ADDITIONAL PIPE SLREe © HEALTH STANDARDS - EXCAVATIONS.
BEDDING WHERE SOFT OR UNSTABLE \ ,
FOUNDATION EXISTS s S ; 3) INSTALL DETECTABLE WARNING TAPE AND
7//\, ST 2 TONER WIRE ON ALL WATER MAINS AND SEWER
P Bt S A0/ FORCE MAINS PER SPECIFICATIONS.
O srscasastses
NEN AN NG NN NNG
GEOTEXTILE REPLACEMENT:

THE CONTRACTOR SHALL EXCAVATE TO STREET SUBGRADE AND EXPOSE THE GEQTEXTILE FABRIC WITHOUT DISTURBING IT. THE FABRIC SHALL BE CUT AND ROLLED BACK INTACT. A
MINIMUM TWO FEET OF FABRIC SHALL BE EXPOSED ON EITHER SIDE OF THE CUT. THE FABRIC CUTS SHALL BE MADE WITH A SHARP KNIFE OR SCISSORS, RIPPING WITH A BACKHOE OR
OTHER MACHINERY IS NOT ACCEPTABLE. AFTER PIPE BACKFILL, THE FABRIC SHALL BE PATCHED BY ONE OF THE FOLLOWING METHODS:

A CONTRACTOR SHALL INSTALL NEW FABRIC. (AMOCO CEF 2006) WITH A MINIMUM OVERLAP OF 2' BEYOND ANY CUT MADE IN THE EXISTING FABRIC, OR
B. THE CONTRACTOR SHALL INSTALL NEW FABRIC (AMOCO CEF 2006) BY SEWING THE NEW FABRIC TO THE EXISTING FABRIC USING STITCHING METHODS APPROVED BY THE FABRIC

AREA ABOVE DRYWELL TO BE RETURNED TO NATIVE
GRASS

TSSO TOTOT
) -0-0-0-0-0-8
%%:,83%:,&%:,&%,%%:,%%:/ / . "
N0-0-0°0°0. 0 48" DIA. DRYWELL X 36" DEEP, FILL WITH
\ OO0, CLEAN DRAIN ROCK, WRAP SIDES AND
~ S g . TOP WITH MIRAFI FILTER FABRIC, MIN.
N _ - BURY 12" BELOW FINISHED GRADE

WOODFORD MODEL 53 HYDRANT OR APPROVED
EQUAL AT HOST CAMPSITE LOCATIONS
MIN. 6' BURY DEPTH, INSTALL PER MFG'R SPEC'S.

SHUT-OFF VALVE

6 1"=1-0" RE:

MANUFACTURER.
8 1/2" =1'-0" RE: 11 1/2" =1'-0" RE:
s
HOST PAD 16' WIDE 3-0"-50"
ZI-OII
DISTURBED GROUND TO BE
RESTORED PER SPECIFICATIONS
PAVED OR 7(*<§/
OTHER SURFACE BOLT-LOCKING CAST IRON RING & e O S SN L e o
COVER, 14" MINIMUM OPENING DIA. NUI N /w/\ M (\\ “Qr\ /w/\\ “Qr\ 9
o s Slaa@laa@las@la!
AN ALY
4" SN\
SRR
A a" =T 1= "5 5 - = > \
NREE
. = — | 52 REFER C1.32 FOR TYPICAL HOST PAD
— (N F | 4" CRUSHED GRAVEL/ 97% COMPACTION PER AASHTO T-99 UTILITY LAYOUT
SR e [T 4'PvCCAP 12" SELECT SUB GRADE/ 95% COMPACTION PER AASHTO T-99
- —f= 4" PVC FEMALE ADAPTER NATIVE OR PIT RUN 95% COMPACTION PER AASHTO T-99
COURSE SURFACING MATERIAL 3/8" =1'-0" RE: C6.6
45° BEND
N
/\2/\\\/ COMPACTED BACKFILL
5%
DR
SEWER LINE-SEE PLAN FOR SIZE R
N AN
SR INSTALL WATERTIGHT
N PLUG
FLOW
NOTES:

1. CAST IRON COVER SHALL READ "SEWER"
2. LOCKING BOLTS FOR COVER SHALL BE 5/8"-11 NC STAINLESS STEEL TYPE 304
3.14" BOLT-LOCKING CAST IRON COVER SHALL BE EQUAL TO INLAND FOUNDRY NO. 209

9 HOST PAD SEWER CONNECTION DETAIL
3/4" =1'-0" RE:

280

\>

2250 HWY 93 SOUTH
P.0.BOX 1134
KALISPELL, MT. 59903
PHONE: 406-755-3208
EMAIL info@inehala com
- WEB PAGE: www.jackola.com /)
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